
PR8407581: Generator service van 
 

MAINTENANCE UTILITY TRUCK RHD MODEL 2019. THE CHASSIS AND VEHICLE  

MUST BE FROM A DEALER WITH KENYA COUNTRY-WIDE SPARES AND SERVICE 

AVAILABILITY.  REAR TO BE MOUNTED: 

 

BASE VEHICLE SHOULD BE : MERCEDEZ, FORD, TOYOTA, MITSUBISHI OR TO 

MATCH 

 

BODY 

 

Knapheide 6132DL-30KJ  

 

 11’ Crane body with full length torsion box subframe  

 

 Reinforced rear vertical curb side / crane compartment  

 

 A-40 galvanneal steel compartments and doors with 1/8” tread plate floor  

 

 Compartment floors and end panels are 14 gauge  

 

 Body is completely immersed in Knapheide’s electrodeposition prime paint system 

for superior corrosion resistance  

 

 (6) Cargo tie downs installed with a 2,000 lb. maximum capacity  

 

 (2) Heavy duty aluminum grab handles located on both sides at the rear of the body  

 

 LED S/T/T lights, clearance lights, and backup lights located at the rear  

 

 18” Work surface bumper  

 

 2” Receiver tube mounted below work surface bumper  

 

12” High double panel slam tailgate with center latch  

Knapliner commercial grade spray-on bed liner applied to cargo floor, sides, compartment 

tops, bulkhead, tailgate, front end panels, and rear bumper  

  

CRANE Stellar 5521 Crane 29,500 ft-lbs with 5000 lbs maximum capacity and 21‘reach 

Planetary winch at 70’/minute speed with 5/16” cable Standard with a radio remote control  

  

OUTRIGGERS Manual outrigger installed  



  

STEEL MECHANIC DRAWERS AND AUXILIARY LIGHTING AND MOUNTED  

 

VICEKnapliner commercial grade spray-on bed liner applied to cargo floor, sides, 

compartment tops, bulkhead, tailgate, front end panels, and rear bumper 

 

CRANE Stellar 5521 Crane 29,500 ft-lbs with 5000 lbs maximum capacity and 21‘reach 

Planetary winch at 70’/minute speed with 5/16” cable 

 

Standard with a radio remote control 

 

OUTRIGGERS Manual outrigger installed 

 

STEEL MECHANIC DRAWERS AND AUXILIARY LIGHTING AND MOUNTED VICE 


